






































THE FORM8TOR TABLE



1. Bobbin

2. Bobbin Clamp

3. Central Rose Base

4. Central Rose

PARTS
5. Central Rose Spacer

6. Central Rose Top Clamping Wheel

7. Exterior Fence - Small and Large
Lengths (mm)		 300mm   600mm
Lengths (inches)	     12”	          24”

8. Fence Clamp



9. Interior Fence
Lengths (mm)  130mm  300mm  600mm  1050mm
Lengths (inches)  5”	       12”	       24”	  41”

10. Short Telescopic Tube

11. Long Telescopic Tube

12. Telescopic Rod
Lengths (mm)  165mm  255mm  345mm  645mm
Lengths (inches) 6 ½”	      10”	       13 ½”     25 ½”

13. Telescopic Rod End

14. “D” Segment (Optional)

15. Radius Setting Guage
1000mm	 1500mm
     39”		       59”

16. Bobbin / Fence table clamp and 
extension knob



• Circular chop saw
• Personal Protective Equipment
	 Insulated gloves
	 Forearm protectors
• Compressed air
• Compressed air jet
• Heat gun
• Tape measure
• Bench
• Formers (also known as snakes)	 (Formers)
		  Both internal and external

	 (Formers installed in profile)

SOURCES:
	 Universal Arches	 Bob Vanover
	 103 Peasley Cross Lane	 EJ Enterprise
	 St. Helens, Merseyside WA9 3AL (UK)	 2209 CR 705
	 +44 (0) 1744 61284	 Joshua, TX 76058
	 leon.day@universalarches.com	 817-517-5261
		  817-517-5649
	

OPTIONAL EQUIPMENT IF USING SAND
	 • Silicone caulk application gun
	 • Masking tape
	 • Sand
	 • Cups for pouring sand

ADDITIONAL MATERIALS, TOOLS 
AND EQUIPMENT NEEDED



1. Turn oven on
	 Oven will heat to resting temperature.
	 Check temperatures (resting and set).
	 Select zones needed.

2. Calculate bend radius
	 If it is a partial radius, bend.
	 If drop is less than half the base, it is a partial radius.
	 EXAMPLE: (The formula works left to right)
	 (base ÷ 2) x (base ÷ 2) ÷ drop + drop ÷ 2 = radius

3. Calculate the length of profile needed
	 This may be different for each customer
	 3.2 x radius + 12 = length in inches

4. Determine bend orientation
	 Interior or exterior radius.
	 From the order or from the template.

5. Get the profile
	 Cut to Length (chop saw).
	 Cut a 1” cross section.

6. Get the formers
	 Test in 1” profile cross section for orientation and fit.

7. Fill smaller cavities that will not accept a former (optional).
	 Sand from chambermate.
	 Caulk and tape ends (caulk, gun and masking tape).
	 Clean excess sand with air jet.

8. Put profile in oven
	 Select zones needed and depress start button.
	 Door locks will engage.
	 Time starts when zones reach set temperature.

Continued on next page...

radius

diameter

radius  =  1/2 diameter

drop

base

partial radius

radius  =  drop
diameter  =  base

drop  =  6  
base  =  20

(base ÷ 2) x (base ÷ 2) ÷ drop + drop ÷ 2 = r
(20 ÷ 2) x (20 ÷ 2) ÷ 6 + 6 ÷ 2 = 11.3

STEP BY STEP BENDING



9. Set up table
	 Refer to set up section of manual.
	 Pull parts and assemble.
	 Set and check radius.

10. Put formers in oven
	 Depress start button. Door locks will engage.
	 Timer will start when zone(s) reach set temperature

11. Install formers in profile
	 Hit start. Door locks will engage.
	 Timer will start when zone(s) reach set temperature.

12. Check the profile for readiness
	 “Feel” and visual.
	 Soft, pliable, evenly heated.

13. Remove heated profile from oven
	 Work quickly, profile will cool rapidly.
	 2 - 3 people required - 1 at top, 2 at sides.

14. Set profile on the bend
	 Install back former.
	 If profile is not evenly heated, put back in oven immediately and repeat steps 	
	 11 - 13. If profile is allowed to cool in a bent position, it cannot be reheated.

15. Set clamps
	 Top of radius and sides.

16. Check for square
	 Back of radius should be 90° with table top.

17. Remove formers
	 When bend has cooled and won’t disfigure.

18. Allow profile to cool
	 No set formula.

STEP BY STEP BENDING,  ...continued



19. Mark spring line
	 This is the center diamter from the center of the central rose.
	 Remove from table and inspect.
	 Allow to cool.

20. Recover sand (optional)
	 Cut ends and dump sand back into chambermate.
	 Inspect walls of profile.
	 Fix or smooth any deformities (heat gun).

21. Repeat for stop / bead
	 Install on profile itself when stop / bead is heated.

STEP BY STEP BENDING,  ...continued



FORM8TOR SET UP EXAMPLES



1 Central Rose assembly
	 2 Spacers (top and bottom)
	 1 rose (middle)
	 1 base
	 1 top clamping wheel
8 Telescopic rods (6.5”, 165mm)
3 Bobbin clamps
	 (1 with extension knob)
1 1000mm radius guage
9 Bobbins
8 Telescopic tubes (short)

13” radius circle

CIRCLES  10” - 13” Radius
(All radius examples are inside diameter)



1 Central Rose assembly
	 2 Spacers (top and bottom)
	 1 rose (middle)
	 1 base
	 1 top clamping wheel
8 Telescopic rods (10”, 255mm)
3 Bobbin clamps
	 (1 with extension knob)
1 1000mm radius guage
9 Bobbins
8 Telescopic tubes (short)

16.5” radius circle shown with strap

CIRCLES  12.5” - 16.5” Radius
(All radius examples are inside diameter)



1 Central Rose assembly
	 1 Spacer (top)
	 2 roses (bottom and middle)
	 1 base
	 1 top clamping wheel
16 Telescopic rods (13.5”, 345mm)
5 Bobbin clamps
	 (1 with extension knob)
1 1500mm radius guage
17 Bobbins
16 Telescopic tubes (long)

28” radius circle shown with strap and radius guage

CIRCLES  17.5” - 29” Radius
(All radius examples are inside diameter)



1 Central Rose assembly
	 1 base
	 3 roses
	 1 top clamping wheel
24 Telescopic rods (25.5”, 650mm)
3 Bobbin clamps
	 (1 with extension knob)
1 1500mm radius guage
25 Bobbins
24 Telescopic tubes (long)

28” radius circle

CIRCLES  28” - 38” Radius
(All radius examples are inside diameter)



1 Central Rose assembly
	 2 Spacers (top and bottom)
	 1 rose
	 1 base
	 1 top clamping wheel
6 Telescopic rods (6.5”, 165mm)
4 Telescopic rod ends
1 Bobbin clamp with extension knob

10.5” radius arch with 300mm fences

ARCHES  10.5” - 13” Radius
21” - 26” Base Diameter
(All radius examples are inside diameter)

4 Fence clamps
1 1000mm radius guage
5 Bobbins
8 Telescopic tubes (short)
2 Fences (11.8”, 300mm)
1 Fence (5”, 130mm)
3 Bobbin / Fence table clamps



1 Central Rose assembly
	 2 Spacers (top and bottom)
	 2 roses (middle)
	 1 base
	 1 top clamping wheel
6 Telescopic rods (10”, 255mm)
4 Telescopic rod ends
1 Bobbin clamp with extension knob

16.5” radius arch with 300mm fences

ARCHES  14” - 16.5” Radius
28” - 33” Base Diameter
(All radius examples are inside diameter)

4 Fence clamps
3 Bobbin / Fence table clamps 
1 1000mm radius guage
5 Bobbins
6 Telescopic tubes (short)
2 Fences (11.8”, 300mm)
1 Fence (5”, 130mm)



1 Central Rose assembly
	 1 Spacer (top)
	 2 roses (bottom and middle)
	 1 base
	 1 top clamping wheel
4 Telescopic rod ends 
13 Telescopic rods (13.5”, 345mm)
1 Bobbin clamp with extension knob

17.5” radius arch with 300mm fences

ARCHES  17.5” - 27.5” Radius
35” - 53” Base Diameter
(All radius examples are inside diameter)

4 Fence clamps
1 1500mm radius guage
11 Bobbins
15 Telescopic tubes (long)
2 Fences (11.8”, 300mm)
1 Fence (5”, 130mm)



1 Central Rose assembly
	 3 roses
	 1 base
	 1 top clamping wheel
4 Telescopic rod ends 
13 Telescopic rods (25.4”, 654mm)
1 Bobbin clamp with extension knob

ARCHES  28” - 38” Radius
56” - 76” Base Diameter
(All radius examples are inside diameter)

4 Fence clamps
5 Bobbin / Fence table clamps
1 1500mm radius guage
11 Bobbins
15 Telescopic tubes (long)
2 Fences (11.8”, 300mm)
1 Fence (5”, 130mm)



To extend a standard arch with 11.8” or 23.6” fences
To make a long leg bend
Add extra fences and components

ARCHES WITH LONGER LEGS



GOLD PACKAGE PARTS

AMOUNT	 DESCRIPTION

1	 Superflex oven
1	 Form8tor table
1	 Storage cart
4	 Centre Rose Assembly
		  1 base
		  1 spacer
		  2 centre rose
		  1 top clamping wheel
1	 “D” Segment
50 each	 Telescopic rods
		  6.5”	 165mm
		  10”	 255mm
		  13.5”	 345mm
		  25.5”	 650mm
50	 Telescopic tubes (short)
50	 Telescopic tubes (long)
60	 Bobbins
8	 Bobbin Clamps
4	 Bobbin top extender for clamp
12	 Bobbin / Fence center table clamp
12	 Telescopic rod ends
1	 41.5” (1055mm) Centre block
6	 5.2” (130mm) Interior fence
8	 12” (305mm) Interior fence
8	 Fence clamps
2	 3” x 1’ Exterior fence
2	 2.5” x 1’ Exterior fence
2	 3” x 2’ Exterior fence
2	 2.5” x 2’ Exterior fence
8	 Fence clamps
4	 Strap 4” x 120”
4	 Strap 4” x 80”
1	 Small Square
1	 Large Square
2 pair	 Insulated gloves
1	 Heat gun (EU power)
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